
� ode_rc Run Control

� send/receive messages pc to ppc

� send run info to database

� r2dm Event Builder

� sends data from ppc to over ethernet

� assemble events on disk 

� VME readout by linux on ppc

� C++: detector->module->module_base

� detectors have xml configuration files

� Data cached locally on disk, archived in Enstore
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DAQ Software Overview 



DAQ Hardware 
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DAQ People & Projects 

Projects Before Asner Departure After Departure

System/Triggering David/Andre Andre

Camac readout David

RICH readout Andre Andre

TPC readout Mike Mike

e907r2dm David Mike

run control David Ron/Mike

enstore Ron Ron

database David Lange/Ron David/Ron

Andre & Pierrick

� David Asner left LLNL on July 23'rd for greener pastures

� His tasks have been filled by others in order of importance
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DAQ Status 

� DAQ 

Detector Status

BC123 Config. needed

BCKV12 Config. needed

TPC Coding

DC1234 Coding

CKOV Config. needed

TOF/T00/T01/V Config. needed

PWC56 RMH Doc needed

RICH Testing

HCAL Config. needed

ECAL Doc. needed

� Detector Readout

Project Status

System/Triggering Done

Camac readout Under Construction

RICH readout Testing

TPC readout Under Construction

e907r2dm Working

run control Working/Development

enstore Needs Work

database Working/Development
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Detector Readout 

� What I mean by “Config. needed”

� File should contain the following entries:

� module branch crate slot chan Nchan LogAdr1 LogAdr2

� Sample xml file will be posted prominently on DAQ page

� PWC56 and ECAL (non-standard camac) need to supply:

� Detector Readout Documentation

� Low-level module classes (DAQ crew can help)


